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NEVE 33609

Kompresor oraz limiter pracujący w trybie stereo/ dual mono.

Cena: 0,00 zł uwzgkędniono 23% VAT
Kategorie: Audio, Procesory analogowe

OPIS

Urządzenie 33609 zostało skonstruowane w 1969r. Od tamtego czasu cieszy się niesłabnącą
opinia jednego z najlepszych kompresorów/limiterów w branży! Niezwykłe brzmienie, brak
negatywnego wpływu kompresji na przetwarzany sygnał. 33609 to komresor z odrębną
sekcją limitera. Urządzenie potrafi pracować w trybie mono, dual mono lub stereo. Prosesory
mogą być łączone do pracy w trybach wielokanałowych (surround 5.1, 6.1). Wersja J
zbudowana jest na bazie elektorniki dawnego kompresora z lat 70. Wersja D - to
nowocześniejszy model wytwarzany w oparciu o najnowsze, dyskretne układy elektroniczne.

True discrete electronics
Unparalleled ease of use
Perfect tracking for stereo operation
Based on Neve 2254 compressor/limiter
Hand built to original 1970’s specifications
Hard Limit feature for digital recording
Limit in/out Compress in/out
Threshold: +4dBm to +15dBm -20dBm to +10dBm
Recovery Time: 50ms, 100ms, 200ms, 800ms 100ms, 400ms, 800ms, 1.5secs

http://www.mbspro.com.pl/produkty/audio/
http://www.mbspro.com.pl/produkty/audio/studio/procesory-analogowe/


www.mbspro.com.pl

30.04.25

A1 (auto) 100ms/2sec A1 (auto) 100ms/2sec
A2 (auto) 50ms/5sec A2 (auto) 50ms/5sec
Attack Time: Fast (2ms) 3ms
Slow (4ms)
Ratio: N/A 1.5:1, 2:1, 3:1, 4:1 or 6:1
Gain: N/A 0 to +20dB in 2dB steps


